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KOP 1: Minidoka National Historic Site Visitor Center - Existing Condition



KOP 1: Minidoka National Historic Site Visitor Center (3MW) - Simulated Condition - Alt. B



This image does not represent a simulated condition.  The purpose of this image 
is to highlight the modeled location of turbines which may otherwise be difficult for 
viewers to discern in the simulated condition.

KOP 1: Minidoka National Historic Site Visitor Center (3MW) - Project Orientation - Alt. B



KOP 1: Minidoka National Historic Site Visitor Center (6MW) - Simulated Condition - Alt. B



This image does not represent a simulated condition.  The purpose of this image 
is to highlight the modeled location of turbines which may otherwise be difficult for 
viewers to discern in the simulated condition.

KOP 1: Minidoka National Historic Site Visitor Center (6MW) - Project Orientation - Alt. B
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Lava Ridge Wind EIS – Alternative B – Worst Case Scenario
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KOP 1: Minidoka National Historic Site Visitor Center - Existing Condition



KOP 1: Minidoka National Historic Site Visitor Center (3MW) - Simulated Worst Case Condition - Alt. B



This image does not represent a simulated condition.  The purpose of this image 
is to highlight the modeled location of turbines which may otherwise be difficult for 
viewers to discern in the simulated condition.

KOP 1: Minidoka National Historic Site Visitor Center (3MW) - Simulated Worst Case Condition Project Orientation - Alt. B



KOP 1: Minidoka National Historic Site Visitor Center (6MW) - Simulated Worst Case Condition - Alt. B



This image does not represent a simulated condition.  The purpose of this image 
is to highlight the modeled location of turbines which may otherwise be difficult for 
viewers to discern in the simulated condition.

KOP 1: Minidoka National Historic Site Visitor Center (6MW) - Simulated Worst Case Condition Project Orientation - Alt. B
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